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Curtain/Barrier Sensors 

Features: 

E-9611-2B25 
E-9622-4B25 
E-9622-4W25 
E-9644-6B25 
E-9644-6W25 
E-9660-8B25 
E-9680-10B25  
 

 

   

 
     

• Install in windows, doorways, skylights, fence tops, any 
place where space is limited 

• Triggers on breaking of any single or 2 adjacent beams 
(programmable) 

• Rugged aluminum construction 
• Weatherproof IP65 construction 
• Anti-tamper circuit triggers alarm if power is cut or end 

cap is removed 
• No synchronizing wires required 
• NO/NC Relay output, 1A@12~24VDC 
• LED alignment indicator 
• “L” Brackets and mounting hardware included 
• Multi-Frequency: Reduces interference and eliminates 

crosstalk when multiple units are used in close proximity 
to one another. 

Typical Applications: 

2 Beams, 111/4” Long, Black Case    
4 Beams, 221/2” Long, Black Case    
4 Beams, 221/2” Long, White Case     
6 Beams, 441/2” Long, Black Case    
6 Beams, 441/2” Long, White Case      
8 Beams, 601/8” Long, Black Case    
10 Beams, 79” Long, Black Case   

 

 

Range: 50ft Indoors 
 25ft Outdoors 

 

 

Skylights 
 

Doorways 
 

Windows 
(Interior/Exterior) 

 

Fencetops 
 

Garages, Gates, Walls 

 

5 sizes available:                         
111/4” for narrow spaces,          
up to 79” for large spaces 

E-9611-2B25                          E-9680-10B25                          


