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STOP ARM KIT

Used with Heavy-Duty Swing-Out Rack 
Frames to lock the frame in the open 
position. Consists of stop arm and 
mounting hardware.

Used when mounting Heavy-Duty 
Swing-Out Rack Frames in 800 mm wide 
frames. The Filler Panel occupies the 
extra space between the frame and the 
swing frame. Includes a handle and all the 
hardware for mounting to the Swing-Out 
Rack Frame.

Item number Length [mm]

PSAK120 120-degree Stop Arm Kit

PSAK170 170-degree Stop Arm Kit

Item 
number

Swing 
Frame 
Height

Enclosure 
Width Mounting

PFPK188LR 1800 800 Left or 
Right

PFPK188C 1800 800 Center

PFPK208LR 2000 800 Left or 
Right

PFPK208C 2000 800 Center

PFPK228LR 2200 800 Left or 
Right

FILLER PANEL KIT

PROLINE Internal Components
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Equipment Guides help support rack-
mounted equipment during installation. 
Guides mount between two pairs of rack 
angles. Slotted holes are provided for 
vertical or lateral adjustment. Guides 
have plated finish. Mounting hardware 
included. Can be installed on 19-in. 
rack angles. Package includes set of 
two guides.

Rack accessories that are shorter than 
the enclosure depth can be mounted to 
rack angles or frame accessory brackets 
attached to grid straps. Order these items 
separately. 

Rack Panels are 2,5 mm steel and 
finished in RAL 7035 textured light-gray 
polyester powder paint. All panels are 
flat with oblong holes positioned at EIA 
standard spacing. 

Mounting hardware is sold separately.

26,8 mm

7,0 mm

47,0 mm

55,0 mm

1,5 mm
STEEL

Item 
number L [mm]

Frame Depth 
[mm]

PG4 217 400

PG5 317 500

PG6 417 600

PG8 617 800

Item number
Rack Angle 
Size Rack Units

P19RP1UP 19 in 1

P19RP2UP 19 in. 2

P19RP3UP 19 in. 3

P19RP4UP 19 in. 4

GUIDES

RACK PANEL

PROLINE Internal Components
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NOTES:
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Vented Frame Shelf mounts to the vertical 
hole pattern on a frame and provides 
a stationary surface for equipment. 
The shelf is 1,5 mm steel finished with 
RAL 7035 textured, gray polyester 
powder paint. 

Frame Pull-Out Shelf allows easy access 
to shelf-mounted devices. The shelf is 
1,5 mm steel with 2,0 mm steel supports. 
The entire assembly is finished with 
RAL 7035 textured, gray polyester powder 
paint. The shelf mounts to the front and 
rear frame uprights. Mounting hardware 
included. Load rating is 50 kg. 

Item 
number 

d  
[mm] 

J  
[mm]

Shelf 
Extension  
[mm]

PFSHP66 461 475 450 

PFSHP68 661 475 670 

PFSHP86 461 675 450 

PFSHP88 661 675 670 

d

d

w

Item number d [mm] w [mm]

PFSH64 300 548

PFSH65 400 548

PFSH66 500 548

PFSH68 700 548

PFSH69 800 548

PFSH85 400 748

PFSH86 500 748

PFSH88 700 748

PFSH89 800 748

PFSH104 300 948

PFSH105 400 948

PFSH106 500 948

PFSH108 700 948

FRAME PULL-OUT SHELF

FRAME SHELF 

PROLINE Internal Components
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Pull-Out Shelf allows easy access to shelf-mounted devices. Shelf is 1,5 mm steel. 
The entire assembly is finished with RAL 7035 textured, light-gray polyester powder paint. 
The shelf mounts to the front surface of front and back 19-in. rack angles. 

Load rating is 68 kg with four rack angle mountings and 34 kg with front rack angle 
mounting. 

Rack accessories that are shorter than the enclosure depth can be mounted to rack angles 
or frame accessory brackets attached to grid straps. Order these items separately.

d

Item 
number d [mm] J [mm]

Shelf 
Extension 
[mm]

Fits 
Rack 
Width 
[mm]

Fits Frame 
Depth 
[mm]

Rack 
Units

P19PSH5 361 403 350 483 500-800 2

P19PSH6 461 403 450 483 600-800 2

P19PSH8 661 403 670 483 800 2

Fixed Shelves mount to the front and back 19-in. rack angles. The shelf is  
2,0 mm steel with adjustable 2,5 mm steel supports. Adjustable to fit multiple-depth 
enclosures or rack angle placements. Entire assembly is finished with RAL 7035 
textured, light-gray polyester powder paint. Load rating is 68 kg. 

Rack accessories that are shorter than the enclosure depth can be mounted to rack angles 
or frame accessory brackets attached to grid straps. Order these items separately. 

Pull-Out Shelf Lock is used in 
combination with the Pull-Out Shelf to 
hold the shelf in the recessed position. It 
can be mounted on either the left or right 
side. This black quarter-turn lock has a 
wing knob for easy hand operation.

Catalog Number Description

PSHLOCK Pull-Out Shelf Lock

d

Item 
number d [mm] E [mm] F [mm] J [mm]

Fits Rack 
Width 
[mm]

Fits Frame 
Depth 
[mm]

Rack 
Units

P19SH5 349 264.8 318.4 477 483 500-800 1

P19SH6 449 364.8 418.4 477 783 600-800 1

P19SH8 649 564.8 618.4 477 483 800 1

PULL-OUT SHELF

PULL-OUT SHELF LOCK

FIXED SHELF

PROLINE Internal Components
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INDUSTRY STANDARDS

UL 508A Listed; Type 12; File Number E61997 
cUL Listed per CSA C22.2 No 94; Type 12; File Number E61997

NEMA/EEMAC Type 12  
CSA File Number 42186: Type 12  
VDE IP55  
IEC 60529, IP55

APPLICATION
PROLINE-PC Modular Enclosures offer effective protection 
for computer monitors, keyboards, CPUs, printers and other 
peripheral equipment in industrial environments.

SCOPE OF DELIVERY
•	Frame

•	Solid sides

•	Solid top

•	100 mm solid base

•	3 doors

•	Keyboard compartment

FEATURES
•	�The frame is enclosed with solid sides, a solid top and a 

100 mm solid base.

•	�Three doors, two in front and one in back, provide 
convenient access

•	�The sealed keyboard compartment maintains enclosure 
integrity when the compartment door is opened

•	�The PROLINE keyboard compartment includes a locking 
feature, an angled palm rest, a cable access port for wiring 
and integral mouse pad holders for both left-handed and 
right-handed people

•	�The bottom compartment includes a solid door, hinged on 
the left, that has a small flush swing handle with keylocking. 
This compartment can be used to install computer equipment, 
panel-mounted equipment or rack mounted control systems.

SPECIFICATIONS
•	The 483 mm diagonal top window door, hinged on the left, 

offers viewing access for a variety of monitor sizes and has a 
small flush swing handle with keylock for system security

•	�The vented frame shelf in the top compartment is 
constructed of 1,5 mm steel and is painted with RAL 7035 
textured, light-gray polyester powder paint

STANDARD PRODUCT MILD STEEL

Item number
Size H x W x D 
[mm]

M 
[mm]

N 
[mm]

P 
[mm]

R 
[mm]

Top Door 
Opening, Height 
[mm]

Top Door 
Opening, 
Width [mm]

Bottom Door 
Opening, Height 
[mm]

Bottom Door 
Opening, 
Weight [mm]

PPC1666 1688 x 608 x 599 343 366 586 1363 558 536 739 536

PPC1668 1688 x 608 x 799 343 366 586 1363 558 536 739 536

PPC1866 1888 x 608 x 599 343 366 786 1463 758 536 739 536

PPC1868 1888 x 608 x 799 343 366 786 1563 958 536 739 536

PROLINE-PC, Type 12
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PROLINE-PC, Type 12
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