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For more information, call 248-673-9898 or visit www.sti-usa.com.

 KEY FEaTuREs
 General Information

· allows critical electronic 
components to operate at low 
temperatures.

· Keeps electronic components 
warm when mounted in a protective 
keypad cover. Results may vary 
based on installation and enclosure 
used.

· Temperature controlled.

· Keeps LCD’s from becoming 
sluggish and helps them stay visible 
at freezing temperatures.

· One (1) year warranty from the date 
of original purchase.

 Installation

· Easy to install self-adhesive heater 
pad.

 Electronics

· Thermostat opens at 23° and 
closes at 41°F (-5° to 5°C).

· Both 12-volt and 24-volt models 
available.

PRODuCT OVERVIEw
These easy to install kits are the answer for protecting expensive electronic units 
that must be installed in low temperature areas, indoors or outdoors.  In addition to 
assuring continued operation of protected units, they also keep LCD’s from becoming 
sluggish and help them stay visible.

HOw IT wORKs
The 12-volt system (sTI-6580) incorporates a 12-volt transformer and is rated at  25 
watts.  The 24-volt system (sTI-6583) is designed to get its power directly from a 
remote power supply (other than the fire panel) or CCTV power source and is rated at 8 
watts.  Both systems include a foil heater pad with adhesive backing and a thermostat. 
sTI Heater Kits operate in conjunction with enclosures such as the sTI stopper II® 
and universal stopper® to protect and help expensive electronic components remain 
operable in low temperature areas.

sTI HEaTER KIT

sTI-6580
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sPECIFICaTIONs
Heater Pad Size 4” x 5 1/2”

Thermostat Size  3/4” x 1/4” x 3/16”

Thermostat Active Opens at 23°F and closes at 41°F (-5°C to 5°C)
 Creep action thermostat
  
STI-6580 power 12 Volt 25 watts (2.25 amp) aC or DC 40 Va 12 

VaC power supply included

STI-6583 power 24 Volt 8 watts (.5 amp) aC or DC power 
supply not included

NOTE: Keeps electronic components warm when mounted in a 
protective cover or enclosed space. Results may vary based on 
installation and enclosure used. Not polarity sensitive. 

sTI Heater Kit
Dimensions and Technical Information

mODELs aVaILaBLE
STI-6580 12 volt heater Kit

STI-6583 24 volt heater Kit 

EXISTING 110 VOLT
ELECTRICAL OUTLET

CAUTION - TRANSFORMER MUST BE INSTALLED
INTO OUTLETS HAVING A CENTER SCREW 

CLASS 2 - NOT WET
CLASS 3 - WET
TRANSFORMER

TO HEATER ASSEMBLY

TO TRANSFORMER

SENSITIVE
ELECTRONIC
DEVICE

EXISTING KEYPAD BACKPLATE
(TYPICAL, MAY HAVE
2 OR 4 MOUNTING SCREWS)

PRIOR TO FINAL INSTALLATION,
PEEL AND REMOVE FOIL BACKING
ON REAR OF HEAT PAD

IF WIRE OR FASTENER ACCESS
IS NEEDED, CAREFULLY SLIT FOIL
BETWEEN THE HEAT COILS AS SHOWN

SPACER (4) PROVIDED 

NON-FLAMMABLE
EXISTING MOUNTING SURFACE

SCREW 8 x 1 in.
(4) PROIVDED

WIRE LEADS MAY BE SECURED
TO EITHER MOUNTING TERMINAL
ON TRANSFORMER
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EXISTING MOUNTING SURFACE
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(4) PROIVDED
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H18018 SPACER (4) PROVIDED
MUST BE INSTALLED BETWEEN HEAT PAD
AND BACKPLATE AS SHOWN

 ANCHOR
(4) PROVIDED


